Introducing the Schlage FE210F electronic interconnect, the newest addition to the line of computer managed locks for multi-family applications. Designed for both new construction and retrofit projects, the electronic interconnect offers the latest in design choice and ease of installation.

To meet the demands of residents, the electronic interconnect is available with several new features:

- A full variety of commercial and all residential levers fit the FE210F
- Increased suiting opportunities with unit interior hardware
- Available in split lever designs and finishes
- Select levers are code compliant with return to door requirements
- The interconnect mechanism is adjustable

**Computer managed locksets offer significant advantages.**

- iButton credentials make key duplication impossible
- “Rekey” the lock without removing the lock from the door

Using Schlage Security Management System Express (SMS Express) software, the FE210F can:

- Generate audit reports showing date & time stamped access to all areas of the community
- Allow time zone access and auto-unlocking of openings

The FE210F delivers the latest features in security innovation to give both you and your residents the peace of mind that comes with real security.

**Benefits**

- Single motion egress meets Life & Safety code requirements
- Eliminates unauthorized key duplication
- Eliminates re-keying costs
- Reduces property liability

**Markets**

- Apartment Communities
- Assisted Living Communities
- Student Housing
- Military Housing
### Minimum Stile Recommendation

<table>
<thead>
<tr>
<th>2-3/4&quot; Backset</th>
<th>2-3/8&quot; Backset</th>
</tr>
</thead>
<tbody>
<tr>
<td>5.0&quot; Minimum</td>
<td>4.5&quot; Minimum</td>
</tr>
</tbody>
</table>

### Features
- Time & Date controlled access
- 1,000 event audit trail
- Manage up to 500 users
- Interconnect mechanism is adjustable
- Lever trim is non-handed and field reversible
- Split finishes and designs are available
- Battery powered – no hard wiring required
- Hidden back-up mechanical key override
- Uses SMS Express software (required, sold separately)
- SMS Express software allows for multiple time zones, auto unlocks and holidays

### Specifications
- ANSI/BHMA Grade 2 certified
- UL Rating – UL 3hr. rating is standard
- Latch – UL latch comes with 1" x 2-1/4" square and round corner faceplate (square corner standard, round corner included in package). 1" edge bore required.
- Strikes – 1-1/8" x 2-3/4" square corner deadbolt strikes and 2-1/4" x 1-5/8" square corner full lip latch strike reinforcer. Dust box not included.
- Backset – Adjustable backset, fits 2-3/8" or 2-3/4" backsets
- Levers – All lever trim is non-handed and field reversible
- Stile width – Minimum 4-1/2" for 2-3/8" backset, minimum 5" stile for 2-3/4". To ensure proper fit, use the dimensions below
- Return to Door – Saturn (SAT) and Neptune (NEP) are return to door code compliant
- Cylinder – 5 pin solid brass, keyed 5-pin, C keyway, keyed different (KD)
- Keys – 5-pin, C section
- Door Range – 1-3/8" to 1-3/4" standard. 1-3/4" to 2 optional. Must be specified
- Center to Center – Fits 4" or 5-1/2" center to center door preps.
- Battery – 9v battery included
- Credential – Deadbolt is operated using iButton credential (sold separately)

### Style Options

- Merano
- Jazz
- Elan
- Neptune
- Latitude
- Camelot
- Plymouth
- Avila
- Jupiter
- Callington
- Champagne
- St. Annes

### Lever Options

### Finish Options

- 605 Bright Brass
- 609 Antique Brass
- 619 Satin Nickel
- 625 Bright Chrome
- 626 Satin Chrome
- 716/643e Aged Bronze